


Customized sections
•   5 or 7 spindle hinge slicer
•  Top slicer (optional New England style)
•  Bottom Slicer for cluster products
•  Single or Dual band slicer setup
•  Bun Turner (Bump or Mechanical)

Product Laning 
•  Standard guide rail system or self centering
•  Independent drive on upstream belts
•  Standard single gate or optional split gate
•  Standard Brake Pad or Optional Even Pressure Brake Assembly

Requirements 
•  Voltage-208/230/380/460/600 VAC 
     3Ph  50/60hz 60 amp circuit
•  Air- Two drops of 10 cfm @ 90 psi (min.)

Ask about our servo upgrade options!

BSI-ALPS &
HS-ALPS 
Features

More Features

Bagger 
•  Straight or “J” style cross-feed discharge conveyor
•  Discharge designed to work with the following bag closing devices:    
Kwik Lok, Burford Tyer, BSI Heat Sealer, WeSeal Flexi-Plus
•  Dual Linear Bag Tables or Quad Rotary System
•  Basic Program  or Advanced  Operator Set-up screens and HMI
•  Intralox take away conveyor
•  4 paddle top transfer or high speed 5 paddle system

Infeed 
•  93 style  setup (designed for individual hots/
breadsticks)
•  Extended infeed for hand packing

Stacker
•  Mechanical or Servo  Stacker


