


Features

More Features

Standard Features
Stainless steel tubular framing
AB Servo for main drive motor (3.54 HP equivalent)
NEMA 4 Enclosure with DC control voltage
480V 3Ph voltage
Aluminum doors/covers
Includes one set of top and bottom scoops
LED Lighting inside bagger for better viewing

Safety Features
RFID coded safety switches
Category 3 safety rating
Easy access doors for better sanitation
Enhanced scoop guarding
Arc Flash prevention using graceport thru panel voltage 
   indicator
Intralox breakaway conveyor at end of discharge

Operational Features
30:1 Stober gear box with low backlash(Servo Rated)
Dynamic braking through VFD
Shuttle assembly with composite bushings
Servo driven Intermediate infeed with powered transfer roller
Remote bag tensioner

Operational Features (continued)
Upper and lower scoops
6ft discharge with 9" flight spacing
CompactLogix controller and 7" PanelView + 7 HMI
Wide scoop opening for easy product delivery
Dual air blow system eliminates bag flutter
17" fly wheel for smooth product delivery
Double Loaf detection
Right Sight Clear bag sensor (AB)

Maintenance Features
Diamond Dura-Lube Self lubricating chain
Aircraft grade rod ends
Linear motor (LinMot) for blockade operation only
Automatic double wicket
AB Servo for Flusher operation
Fault display for better troubleshooting
Automatic shuttle shaft oiler
All machined parts. No castings (except scoop shuttle housing)
Ethernet Pic for remote access
Upper scoop arm to use bearings instead of bushings


